
 
 

 
 

 

 
 

 
 

 

 

           

  
 

 

                

CUSTOMER DATA (PG-12S)  

6
th

 Sep 2009 

Voltage      12.62v 

CCA      345 

Impedance   9.19mΩ

   

16
th

 Nov 2009 

Voltage      12.68v 

CCA      381 

Impedance   8.58mΩ

  

NAME : IQBAL QURESHI 

VEHICLE MODEL : SUZUKI SWIFT M15A 

NANOPULSER MODEL : PG-12S 

INSTALLATION DATE : 6
th

 SEPTEMBER 2009 

BATTERY TYPE : AMARON MF 45Ah    

OBSERVATIONS :                                                                

 

 

 

 

 

 

Baseline reference was done on 6
th

 Sep using Digital Battery 

Analyzer before Nanopulser install                                                

 CCA has improved by 24% and impedance has improved by 

25% after 7 weeks of Nanopulser conditioning                                                                                               

 customer has noticed that his fuel economy has improved 

from 9.3km/l to 10.5km/l after 2 months of usual driving                                                

 customer notes that engine response has improved, sound 

system audio quality has improved, headlamp illumination has 

improved in comparison to previous experience                                                                            

 renewed state of battery will continue to maintain & deliver 

optimal performance under all driving conditions with an 

extended service life                                                                         

 customer was previously using a ‘’voltage stabilizer’’ 

product bought locally 

 


